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2.048 Mbps
Bipolar HDB3
75 ohms (unbalanced), 120 ohms (balanced)
N/A
N/A
BNC (75 ohms), RJ45  (120 ohms)
CCITT G.703
CCITT G.742
Input Loss, Frame Loss, Remote Alarm, AIS, Output Loss

Line Rate:
Line Code:
Line Impedance:
Optical Interface:
Optical Budget:
Connector:
Compatibility:

Alarm Indicators:

Alarm Reporting:

Alarm Contacts:

Diagnostics:

Control Port:

Management:

Power:

Dimensions:

34.368 Mbps
Bipolar HDB3
75 ohms (unbalanced)
1310 nm, singlemode
20 dB
BNC (75 ohms), ST (optical)
CCITT G.751
CCITT G.742
Input Loss, Output Loss

E1/E2/E3 alarms can be viewed with a VT-100 terminal

Form “C” relay contacts for prompt and service E1/E2/E3 alarms

Local and Remote loopbacks at E3, E2 and E1 levels
Loss of signal, loss of frame, remote alarm and AIS alerts

VT-100 Terminal or Terminal Emulator

Local and Remote Programmable
Fully compatible with Remote Access and Control System - (RACS)

20 to 60 VDC, positive or negative ground, 15 Watts

19/23 inch rack mount width, 2 rack space height, 10 inch depth
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OMNISkip E3 / E1 Multiplexer:  Fibre Optic System

E3 INTERFACE E1 INTERFACE


